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MFT Stone presen

Maquinaria Canigé , S. A. , is an innovating
company that stakes a claim to the high technology
in the machinery manufacture for the stone industry ,
continuously . Its main objective is to solve the
different challenges presented by the its products
users.

A wide range of machines from bridge saws, CNC
saws, polishing lines, automatic systems and many
more.

For any machine enquiry please contact MFT Stone
for details to suit your specific requirement.
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Router/milling machines
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Laser:

Due to the size of the range available from our supp lier,
please let us have your details and we will supply the
appropriate laser for your requirements. Brackets a nd
accessories also available.

Selection criteria

Laser color

The red laser diodes mostly are used with the wave length of
635 nm (+/- 10 nm). Green lasers are better visible, but
technical more complex (diode pumped stable body laser).
Line:

The power you need for the projection of the required line
length (0,3 to 20 m) you will find on any of our products. The
specifications refer to a mounting in a 45°angle. The

required power depends on the ambient brightness, material
surface and -colour.

Stable focus

All the stable focus laser will adjusted by our production for the
focus stated in the data sheet. Other focus desired are possible but
they have to be explicit quoted in the order. If it takes a variable
focus, we recommend following models
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Monobloc Saws

Milling and
polishing
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Bench Saw e
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Water filtration plant ew

Modular and

transformable
According to your needs,
thanks to the modular
structure, the

system can be enlarged,
from 60 up to 705 litre/min
directly

on site.

Output Lenght Widht Height

60 | min 1970 mm 1300 mm 2850 mm 9372,00

100 I min 2570 mm 1300 mm 3650 mm 9812,00

160 | min 3470 mm 1300 mm 4850 mm 11654,00

220 | min 3020 mm 1700 mm 3690 mm 12232,00

305 I min 3620 mm 1700 mm 4490 mm 13662,00

350 I min 3920 mm 1700 mm 4890 mm 14652,00

470 I min 3600 mm 2300 mm 4250 mm 17512,00

545 [ min 3900 mm 2300 mm 4650 mm 18777,00

620 | min 4200 mm 2300 mm 5050 mm 19767,00

705 | min 4500 mm 2300 mm 5450 mm 20647,00

More water output on demand

Al clarifiers are equipped with heavy duty waste water pump
Installation, transport, travel and lodging are not included.
Please ask for a full quotation.
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Dust filtratior




